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-29ºC 
-20ºF
STARTING

15-5/16”

4 T5 Lamps

21-7/16”

4-1/2”

6 T5 Lamps

T5 Freezer Light

FEATURES:
Steel fixture housing designed to maximize heat retention and ��
operate in extremely cold conditions as low as -29ºC (-20ºF).

 Occupancy sensors are available to turn the lights on only when ��
they’re needed.

Unlike HID, T5HO lamps maintain 95% of their original output and ��
provide much better color rendition.

 Fully-enclosed spring-loaded cam latches allow years of hassle-free ��
maintenance.

Quick-wire access plate in back of fixture housing for easy attachment ��
of incoming power supply.

Includes double-gasketed lens to retain heat.��

All parts painted after fabrication to facilitate installation, increase ��
efficiency, and inhibit corrosion.

This fixture is proudly made in the USA.��

SPECIFICATIONS:
HOUSING – 20-gauge die-formed C.R.S.��

DOOR FRAME & LENS – Door: Extruded aluminum, double gasketed ��
door frame. T-slot steel hinge allows reversible hinging and latching. 
Lens: Clear acrylic lens.

REFLECTIVE SURFACES – Highly-specular anodized MIRO® 4 aluminum ��
reflector standard–optional white reflector available for wider 
distribution.

FINISH – 92% minimum average reflective white powder coat with ��
multi-stage iron/phosphate prepared metal.

ELECTRICAL – Electronic ballast standard, programmed start T5, rated ��
Class P, -29ºC (-20ºF) start standard.

LABELS – UL/CUL listed as fluorescent luminaire suitable for dry or ��
damp locations.

MOUNTING – Pendant mount with VBY hangers and chain or single ��
point 3/4” conduit utilizing hub and splice box adapter.




